PHOTOVOLTAIC

Spec Sheet: IPV40E (Type: DCLB23230429B31SMXRDGB)

Features:

- Compact non polarized isolator 40A rated at 1000V DC & 25A rated at 1500VDC.

- IPEBNW Ingress Protection.

- Fault-make load-break switch operation, ideal for DC systems.

- Padlockable handle with 3 x Padlocks.

- Oxidation proof contacts.

- Up to 10mm? cable capacity.

- Application: PV array isolators.

- Certification: IEC 60947-1, IEC 60847-3 DC-PV2, UL 508i 1000VDC File number : E470668.

Dimensions & Ratings:

IEC 60847-3 DC21B 404

IEC 60847-3:2016 Annex ZZD DC-PV2 404

Enclosed thermal current {Ithe) (99Wx160Hx750) 404
Ingress Protection IPEE NW
Rated insulation voltage (i) 15000VDC
Rated operational voltage (Ue) 1500WDC

Rated impulse withstand voltage {Uimp) BkW

Ambient temperature Open -40 to +65
Enclosed -40 to +68

Maximum Fuse (A) &0
Max padlock shank size Smm
Rated Conditional Short-cct Currant Shdy
Rated Short-cct Making Capacity 1.7RA
Short Time Withstand (1sec) 1kA
Power Loss [ pole 0. Swatts
Mechanical Endurance 10000 +_]
Weight 340 grams _ =
Operating torque 1.5Mm IPV40E
Connection torque 2Mm
Cable Size mm2 25-10 5 Years warranty
*itima constant 1ms resistive load + moderate overload)
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